
SILTY SAND (SM), poorly compacted, dark brown, moist,
fine, with frequent angular GRAVEL pieces.  [FILL]
10.0", piece of asphalt (3" diameter).
CLAYEY GRAVEL (GC), moderately compacted, greenish
gray, moist, angular, with fine to coarse SAND

2.8', piece of decomposed wood.
SILTY SAND (SM), poorly compacted, dark gray, moist,
SAND is fine to very fine.  [HYDRAULIC FILL]
Poorly graded SAND (SP), loose, dark gray, wet, fine, trace
medium to coarse SAND, trace fines, occasional shell
fragments.
5.0', grades yellowish brown.
5.5', 2.5" nail.
6.0', occasional piece of rounded GRAVEL, SAND grades
fine to medium.
6.5', grades dark gray.

8.5', piece of ceramic.
Slight increase in fines content, with pockets of dark gray,
poorly graded SAND with SILT, and pockets of dark gray fat
CLAY.
Grades grayish brown with frequent pieces of decomposed
vegetation (up to 1/2" diameter), a piece of angular fine
GRAVEL up to 1/4" diameter.
Grades without decayed vegetation, without GRAVEL,
without pockets of CLAY.

Poorly graded SAND (SP), medium dense, yellowish brown,
wet, fine to medium, trace fines, with iron-oxide staining.
[COLMA SAND]

14.3', trace of coarse SAND.
14.8', dark gray, very fine SAND; grades without iron-oxide
staining.
Grades loose.

Grades medium dense.

Poorly graded SAND with CLAY (SP-SC), loose, yellowish
brown, wet, fine to medium, with pieces of subangular to
subrounded GRAVEL, GRAVEL is fine to coarse.
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BOREHOLE LOCATION (Lat/Long or North/East and Datum)

TOTAL DEPTH OF BORING
55 ft

Offset 112ft R Sta 70+39 NB Alignment

3-5-08
BOREHOLE LOCATION (Offset, Station, Line)

DURING DRILLING AFTER DRILLING (DATE)

HOLE ID
3-7-08

Gregg Drilling and Testing, Inc.

5 in. (soil); 4 in. (rock)

Automatic, 140 lbs., 30-inch drop

Neat Cement Grout backfill

M-10T. Carroll

11.908 ft (NAVD88)

CME 550

N2120511.047 / E5995523.129  (NAD83)

DRILLING METHOD DRILL RIG

SPT HAMMER TYPE

BOREHOLE BACKFILL AND COMPLETION GROUNDWATER
READINGS

BEGIN DATE COMPLETION DATELOGGED BY

DRILLING CONTRACTOR

HAMMER EFFICIENCY, ERiSAMPLER TYPE(S) AND SIZE(S) (ID)

BOREHOLE DIAMETER

76.2%MC (2.4"), SPT (1.4")

Mud Rotary

SURFACE ELEVATION
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Poorly graded SAND with SILT (SP-SM), dense, yellowish
brown, wet, very fine to fine, with iron-oxide mottling,
occasional pockets of weak cementation (up to 1/4"
diameter).
25.5', occasional piece of coarse SAND, grades very dense.

Poorly graded SAND, very dense, yellowish brown, wet, fine
to very fine, trace fines, with iron-oxide mottling.

31.0', piece of GRAVEL (serpentine, 1/2" diameter.

Pockets of moderate cementation (up to 1/4" diameter).

Grades without pockets of cementation, grades dense.

SILTY SAND (SM), very dense, light yellowish brown, wet,
fine, with iron-oxide staining.

Grades medium dense.

Poorly graded SAND (SP), dense, brown, wet, coarse.
Lean CLAY with SAND (CL), stiff, yellowish brown, moist,
trace of subrounded to subangular fine GRAVEL, with
pockets of lean CLAY.  [COLLUVIUM]
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Slower drilling, no rig chatter
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